NO. 3030P SLIP RESISTANT
GALVANIZED DIAMOND PLATE
ACCESS COVER, OR EQUAL

|~=12" >‘<— 24" —>‘<— 24" — w2 =]

A | [ - ° A

//!l///////aE//
ISR RS eaed
IS SRR eed

ISR RPN ed
ISR A aaed

/7
/]
/]
/]
4

7777 /7777777777777 7 7777

1////i N7 7777777777727 1////j 48"

7777/ N 777777777777 77477

[ P N
N 777777777777 \
N 77777777777
N/ 77777777777
Annbbnnt naddoon ™~—NO. 1012P SLIP RESISTANT

L . . _J GALVANIZED DIAMOND PLATE
INSPECTION COVER, OR APPROVED
EQUAL — 2 PLACES
— 72" —
COVER PLAN
PROVIDE ———— | INLET SAMPLING TEE PROVIDE GASKET SEALED CAP
GASKET / FOR OUTLET TEE, FOR INTERIOR

INSTALLATION ONLY.

INSPECTION /SAMPLING
TEE — SEE NOTE 3

SEALED 6" L a T
CAP FOR T \\ > / s
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INTERIOR

INSTALLATIONE) INLET *—BAFFLES\
ONLY.
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PR e ) Gl S DI 1— LENGTH 6'—0" 7-0"
L. 3 I N SIS SR SR WIDTH 4-0 4-8"
? | | HEIGHT 6'—0" 7'-0"
16" ——f e 12" | 21" 23" MANUFACTURER| OLDCASTLE OLDCASTLE
NOTES: SECTION AA
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USE OLDCASTLE PRECAST MODELS (SEE CHART) OR APPROVED EQUAL. PRECAST VAULT SHALL HAVE KNOCKOUTS
AT ALL PIPE OPENINGS. IF KNOCKOUTS ARE NOT PRESENT, THEN PIPE OPENINGS SHALL BE CORE-DRILLED.

PIPE OPENINGS SHALL BE 2” LARGER THAN THE PIPE DIAMETER.

wn

LOCATE VAULT WITHIN 20’ OF DRIVE FOR ACCESS BY MAINTENANCE VEHICLES.

P.V.C. INSPECTION AND SAMPLING TEE SHALL BE THE SAME SIZE AS THE OUTLET PIPE FOR 6” OUTLET OR
GREATER. USE 6" P.V.C. TEE WHERE OUTLET PIPE SIZE IS LESS THAN 6”. INSTALL GASKETED CAP ON TOP OF
THE SAMPLING TEE, FOR INTERIOR INSTALLATIONS ONLY.

FILL WITH CLEAN WATER PRIOR TO START-UP OF THE SYSTEM.

GRAY AND BLACK WATER SHALL BE CARRIED BY SEPARATE SIDE SEWER.

PIPE CONNECTION TO VAULT. KOR—N—-SEAL OR EQUAL FOR CORE—DRILLED OPENINGS, OR SAND COLLAR FOR

ook

KNOCKOUT OPENING. SEAL ALL PIPE CONNECTIONS WITH NONSHRINK GROUT.
7. INTERIOR OIL/WATER SEPARATORS SHALL HAVE VENTING PER INTERNATIONAL PLUMBING CODE
REQUIREMENTS.

8. PRIOR TO STARTUP, OIL/WATER SEPARATOR

SHALL PASS 1% PER DAY LEAK TEST WHERE ?ELQ\

ONLY A MAXIMUM OF 1% OF DEAD STORAGE 2 f% SEWER UTILITIES
REDUCTION IS ALLOWED WITHIN A 24 HOUR 7

PERIOD. SHING B e | | ecvue

COVERS SHALL HAVE SLIP RESISTANT

TREATMENT PER SECTION S4—19 OF THE TITLE

ENGINEERING STANDARDS. 450—900 GALLON BAFFLE TYPE

OIL/WATER SEPARATOR
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NO SCALE NO. S-29




